
The

BIGGEST

grainweevil.com

Proudly engineered and 
hand-assembled in 
Omaha, Nebraska.

Performance Specifications
Power System
Battery Chemistry — Lithium Titanate
Battery Capacity — 24v. 22 Amp/hr
Nominal Run Time — 24 min. 
Charge Time — 20 min. w / standard charger

Charger — Lester Electrical - Summit Series II - 1425w
Connectivity — Wireless Radio, WiFi & Ethernet 
Equipment — Camera Unit - Camera Link

Remote 
Port — 5V USB-C Charge
Performance — 100 ft. bin penetration
Nominal Run Time — 8 hrs.
Charge Time — 4 hrs. to 90% 

Camera 
Set Up — Hatch Door Mount - On Robot Mount 
Nominal Run Time — 8 hours 
Performance — 50-feet Wireless - 100+ feet Wired

For more information, visit grainweevil.com, 
or contact us at sales@grainweevil.com

SCAN
TO LEARN
MORE

Get connected through our Bin 
Assist Network to find a partner in 
your area. Together, we'll discuss 
your needs to deliver the right 
solution for your operation.

little thing you can do for bulk 
grain storage management.

No more

GRAIN BIN
BLINDNESS.
Once grain enters the bin, it disappears from view. Peaks 

restrict airflow. Moisture pockets spread, creating cliffs. 

Crust hardens. Problems happen where you can’t see  

and where you can’t go.  

The Grain Weevil helps turn the lights on to safely and 

efficiently optimize grain movement, conditioning and 

control across every storage environment, unlocking hidden 

profits, reducing spoilage risk and keeping people out of danger.

Dimensions
Size — 26" x 24" x 14" (669 x 610 x 356 mm)
Weight — 50 lbs. (22.7kg)

Drive System — Bi-lateral Auger Drive
Max Incline — ±40° 
Sensors —  
 Accelerometer / Gyroscope
 Front- & Rear-Facing Radar

Connectivity
LoRa (915 MHz)
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Battery Chemistry — Lithium Titanate
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Nominal Run Time — 60 min. 
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 PROVEN  in the field.

Doing the work

NO HUMAN SHOULD.

SAFETY 
"The robot saved us 180 hours of confined-
space entry in just four hours of operation." 
— Commercial Grain Operator

LABOR 
"Team members stay focused on their regular 
jobs and tasks instead of entering the bin for 
leveling work." — Rice Mill Operations Manager

EFFICIENCY 
"We can move 12 tons per hour by hand. We just 
moved 80 tons in two hours with the robot."  
— Large Grain Elevator

Replace human entry for:

LEVELING & SURFACE PREP

INCREASE CAPACITY INSPECTION & MAINTENANCE

CLIFF & CRUST MITIGATION EXTRACTION EFFICIENCY

DUAL ROBOT SETUP
1 operator = dual robot

removes
5 employees with shovels

The Grain Weevil robot ships ready to deploy. With minimal setup and training, 
your team can begin managing bins the same day — no waiting, no guesswork. 
 

From the box to the bin

IN THE SAME DAY.

ORDER YOURS TODAY!

Basic Farm Package:
Grain Weevil Robot

Ruggedized Controller
Standard Charger

Camera Package and Li� System are strongly recommended

*Installation not included 

To learn more please visit GrainWeevil.com

STOP MANAGING GRAIN THROUGH GUESSWORK

Once grain enters the silo, it disappears from view. Peaks restrict air�ow. Moisture pockets spread.
Crusts harden. Problems grow where you can’t see, and where you can’t safely go. This is silo blindness.

Grain Weevil helps you turn the lights on.

With precise movement and predictable results, the robot levels peaks, breaks crusts, 
feeds the auger, and preserves preserves air�ow consistency from  rst  ll to  nal ticket.

Commercial facilities face increasing scrutiny on workers entering confined 

spaces, safety training, PPE compliance and documentation. Insurance carriers 

are also increasing premiums for facilities with high bin entry frequency.  

 

The Grain Weevil deploys safely and easily — leveling grain, removing cliffs, 

breaking crusts and feeding augers while your team stays safely outside.  

Get. Work. Done. Implementing best practices humans can't match at scale.
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GRAIN STORAGE 
ENTRAPMENTS

FALLS INTO OR 
FROM GRAIN STORAGE 
STRUCTURES

2025 Summary of U.S. Agricultural Confined Space Related Injuries 
and Fatalities — Purdue Agricultural Safety and Health Program
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150+
3.1M+ 

$10M+ 
7,200+ AVOIDED HOURS OF

ENTRY PER YEAR

METRIC TONS OF GRAIN AND 
GRANULAR MATERIALS MANAGED

ROBOTS DEPLOYED

IN AVOIDED LOSSES

United States, Argentina, Australia, Brazil, Canada, 
Colombia & The Dominican Republic


